NOTE: uNLESS OTHERWISE SPECIFIED 
Se 


[> MATL + LEAD BASE DIE CASTING ALLOY No.7. 


I7 % ANTIMONY, 63% LEAD. ; - 


[=> DRILL HOLE TO INDICATED SIZE. INSTALL PEM 
SELF- CLINCHING FLUSH STANDOFF NO. SOS-440-4 
L (4+ AO THD). ORIENTATE::AS- SHOWN. 


> PeEM FASTENERS ARE NOT TO PROTRUDE 
BEYOND INDICATED SURFACES. 


4. UNSPECIFIED RADII TO BE .2OR MAx. 


Koa.O 


5S. COUNTER-WEIGHTS TO BE FREE OF BURRS AND 
LOOSE OR FOREIGN PARTICLES AND PACKAGED 
TO PREVENT CONTAMINATION. 


e FINISH : ZINC PLATE PER QQ-2-B25,TYPE 2, 
CLASS 2. 
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NOTICE OF PROPRIETARY PROPERTY 
THE INFORMATION CONTAINED HEREIN IS THE PROPRIETARY 
COMPUTER. INC. THE POSSESSOR 


AGREES TO THE FOLLOWING: 
(i) TO MAINTAIN THIS DOCUMENT IN CONFIDENCE 
NOT TO REPROD 
REVEAL 


(i) JUCE 
Gil) NOT TO OR PUBLISH IT IN WHOLE OR PART 


